
CHANGING WITH YOU

LINNUM WALL 
Vertical gully for tiled showers





VERTICAL GULLY 
FOR TILED SHOWERS

LINNUM WALL SERIES

New solution in line with the lastest design 
trends in bathrooms. 
3 different covers available, stainless steel, 
stainless steel with a tilable frame and white 
ABS.
An elegant and quality product to give a 
touch of class to the bathroom.



L I N N U M  WA L L





LINNUM WALL SERIES

DESIGNED 
THINKING OF YOU
Specific solutions for the latest bathroom trends.
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LINNUM WALL SERIES

DESIGN
RELIABILITY
ACCESSIBILITY

The main feature of Linnum Wall is the 
wall drain system on its own, eliminating 
the possibility of water accumulation when 
stepping onto the floor grid in the classical 
systems.

The exclusive metal clamping technology 
used in the Linnum wall series ensures its 
complete water tightness.

The cover magnetic fixing system 
facilitates the access and removal of the 
trap for maintenance tasks if needed.

LINNUM WALL SERIES
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INFINITE
POSSIBILITIES 
The fill-in frame model in the Linnum wall enables the 
installation of personalized finishing in your shower 
enclosure.
You can obtain an smooth finishing aligned with the 
bathroom design by using the same material than the 
one used with walls and floor.



LINNUM WALL SERIES

A wide range of solutions with 6 different lengths, 2 water 
seal heights and 3 cover solutions designed to solve any 
situation. As an option a LED light  version could be used to 
create custom environments.

A WIDE RANGE OF POSSIBILITIES

GRID DESIGNS

3
LIGHTING OPTION

White ABS version.
Stainless Steel version.
Stainless steel with a fill-in 
frame version.

Linnum Wall can be selected 
with a lighting option.

Red
Blue
Green
RGB

3 different covers are available: 
Stainless steel, White ABS, and 
a Fil-in frame, to match wall tiled 
material.

Also available versions including geo-textile water proofing sheet.

2 trap options to adapt to the 
available height in the floor structure.

According to the lastest trends 
in design, as an option, color 
lighting can be included. Various 
colors are available.

* Check availability of versions 
with LED lighting.

4*
OUTLET OPTIONS

6
Front outlet:
- 40 male to be glued 
- 40F/50M to be glued
- 45º orientable outlet male 
40/50mm
Side outlet:
- 40 male to be glued 
- 40F/50M to be glued
- 45º orientable outlet male 
40/50mm

Up to the tinniest detail has 
been taken into account In the 
Linnum Wall range to facilitate 
the installation. 6 different outlets 
can be chosen: A 45º orientable 
outlet,  2 solvent outlets: 40 male 
or 40 female/50 male.  All of 
them are available in the front or 
side version.

WATER SEAL VERSION

2
50 mm water seal
30 mm water seal
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POSSIBILITIES
288

WHITE ABS MODEL CAN BE INSTALLED IN BRICK AND MORTAR MASSIVE WALL OR 
BEFORE A LIGHT PLASTER WALL.

STAINLESS STEEL VERSION

FILL-IN FRAME STAINLESS STEEL COVER CAN BE INSTALED IN EVERY KIND OF WALL. MASSIVE OR AND 
LIGHT PLASTER BOARDS

3 COVER DESIGNS 2 POSSIBILITIES OF INSTALLATION

LINNUM WALL



TECHNICAL 
DATA
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TECHNICAL DATA

LINNUM WALL SERIES

DIMENSIONS 50 TRAP FRONT OUTLET

DIMENSIONS 30 TRAP FRONT OUTLET
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DIMENSIONS 50 TRAP SIDE OUTLET

DIMENSIONS 30 TRAP SIDE OUTLET

Ø
40

15
1,5

0

73,00

MÁX. 115
MÍN. 79

MÁX. 22
MÍN. 4

M
Á

X
. 2

2
M

ÍN
. 4

M
Á

X
. 1

45
M

ÍN
. 9

8
,5

0

33
,5

0

10

423,00

M
A

X
. 2

95
M

ÍN
. 2

50

Ø
40

15
1,5

0

73,00

MÁX. 115
MÍN. 79

MÁX. 22
MÍN. 4

M
Á

X
. 2

2
M

ÍN
. 4

M
Á

X
. 1

45
M

ÍN
. 1

15
,5

0

6

423,00

M
A

X
. 2

95
M

ÍN
. 2

50



TECHNICAL DATA

LINNUM WALL SERIES

40 H / Ø50 M
LATERAL 
TO BE GLUED

40 / 50 M
LATERAL 
ORIENTABLE

40 H / 50 M
LATERAL  
TO BE GLUED
Geo-textile water 
proofing sheet

40 / 50 M
LATERAL
ORIENTABLE
Geo-textile water 
proofing sheet

40 H / 50 M
FRONTAL TO 
BE GLUED

40 / 50 M
FRONTAL
ORIENTABLE

40 H / 50 M
FRONTAL TO 
BE GLUED
Geo-textile water 
proofing sheet

40 / 50 M
FRONTAL
ORIENTABLE 
Geo-textile water 
proofing sheet

50 mm

30 mm

50 mm

30 mm

30 mm

50 mm

30 mm

50 mm

30 mm

50 mm

30 mm

50 mm

30 mm

50 mm

30 mm

50 mm

14300

14306

14303

314300

314303

14312

14315

314312

314315

14309

314306

314309

14318

14321

314318

314321

14304

314301

314304

14313

14316

314313

314316

14301

14310

314307

314310

14319

14322

314319

314322

14307

14305

314302

314305

14314

14317

314314

314317

14302

14311

314308

314311

14320

14323

314320

314323

14308

WHITE ABS

WHITE ABS

S-880

S-881

STAINLESS STEEL

STAINLESS STEEL

S-890

S-891

STAINLESS STEEL WITH A 
FILL-IN FRAMETRAP

TRAP

OUTLET

OUTLET
STAINLESS STEEL WITH A 

FILL-IN FRAME

S-860

S-861

PRODUCT CODES

Check availability of versions with LED lighting. (4 colors to choose from).
* Geo-textile water proofing sheet  2X1.5m
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METAL MODULAR FRAME TO BE INSTALED WITHIN ALL KIND OF 
WALLS AND LIGHT PLASTER BOARDS

DIMENSIONS

METAL MODULAR FRAME

SPARE PARTS

525

14332

14331 14330

14328 14327

14326 
STAINLESS STEEL

14324
WHITE ABS

14325
STAINLESS STEEL

S-894

S-863 S-883 S-893

TRAP SET 30 mm

HAIR FILTER

FILL-IN FRAME COVER

TRAP SET 50 mm

MAGNET HOLDER

COVER



LINNUM WALL SERIES





JIMTEN S.A.
Ctra. de Ocaña, 125 C.P. 03114
5285 C.P. 03080
Telf. +34 965 10 90 44
Fax. +34 965 11 50 82
ALICANTE ( SPAIN)
jimten.com
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